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指令时间测试程序
p := 1;
p := b + 1;
p := b - 1;
p := b * 1;
p := b / 1;
任务运行行为规则程序
if (PLCRun == TRUE) {
Log('PLCRun  success');
}
任务停止行为规则程序
if (PLCStop == TRUE) {
Log('PLCStop success');
}

Modbus防护行为规则程序
if (ModbusCom == TRUE AND ModbusComIP == 192.168.10.26) {
Log(‘ModubusCom   success’);
}
冗余度量行为规则程序
if (MasterCom == TRUE) {
Log('MasterCom success');
} else {
Log('MasterCom failed');
}
逻辑组态连接行为规则程序
if (ProsysConnect == TRUE ) {
Log('ProsysConnect success');
}
逻辑组态断开行为规则程序
if (ProsysDisconnect == TRUE ) {
Log('ProsysDisconnect success');
}
异常IP地址的逻辑组态拒绝登录行为规则程序
if (ProsysConnect == TRUE and ProsysConnectIP != 192.168.10.88){
Log('Error ');
DisConnect();
}
异常IP地址的Modbus拒绝连接行为规则程序
if (ModbusCom == TRUE AND ModbusComIP != 192.168.10.26) {
Log('ModbusCom  error');
StopTask(0);
}
程序变量值变化感知行为规则程序
if (VarModify[ST1.P1] == TRUE) {
Log('VarModify P1 success');
}
站变量值变化感知行为规则程序
if (VarModify[S1] == TRUE) {
Log('VarForce S1 success');
}
冗余切换感知行为规则程序
if (MasterSlave == TRUE) {
Log('MasterSlave success');
}
变量变化感知控制程序
DI1 := DI1 + 1;
S1 := S1 + 1;
变量变化感知及任务控制行为规则程序
if (VarModify[DI1] == TRUE) {
Log('VarForce DI1 success ------');
if (VarValue[DI1] == 6) {
Log('DI1 ========6');
StopTask(0);
}
}
if (VarModify[ST1.S1] == TRUE) {
Log('VarForce S1 success3------');
if (VarValue[ST1.S1] == 20) {
Log('ST1.S1 ========20');
DisConnect();
}
}
下装逻辑程序感知行为规则程序
if (Download == TRUE) {
Log('Download success');
Log(DownloadTime);
}
上传工程感知行为规则程序
if (Upload == TRUE) {
Log('Upload success');
Log(UploadTime);
}
任务调用时间差值
	变量
	类型
	初始值

	gettt
	GETTASKTIME
	-

	p1
	DWORD
	0

	p2
	DWORD
	0

	delta
	TIME
	T#0ms

	ls
	DWORD
	0


gettt(timeLoDW=>p1,timeHiDw=>p2);
delta := DWORD_TO_TIME(p1 – ls)
ls := p1;

